— Report Sel

Users can navigate to the next or previous report or to the first or last (most
recent) report in an account. The two outer sets of arrows return users to the
original account list or move them to the first report in the next account listed.
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Coolant Analysis Report

Easy to use report toolbar allows users to post messages, convert reports to a
PDF, email or print reports as well as take maintenance action, display graphs

808-3750

ACTION SUGGESTED
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only, update equipment information or place equipment on asset watch.

Overall report severity based on comments.

Account Information

Component Information

Sample Information

Account Number: 123456-4001-0002 Component ID: F5 COOL Tracking Number: 0000020000(¢ High severities
Company Name: ABC COMPANY Secondary ID: Lab Number: S-661102 | are evident at a
Address: 7898 ZIONSVILLE RD Component Type: COOLANT - CONVENTIONAL Lab Location: Salt Lake Citi 9/ance-
City: INDIANAPOLIS Manufact :ENC; ggﬁ/? Data Analyst: ENC
- anufacturer: o
St./Prov: IN US S Compare shipping and Sampled: 09-Feb-2011
Postal Code: 46268 Medels D74 processing dates to Submitted: 09-Feb-2011
Application: TRANSP( evaluate turnaround time. Received: 12-Feb-2011
System Capacity: 5 A submitted date is listed Completed: 13-Feb-2011
Miscellaneous Inf for sample data submitted Product Information
Use miscellaneous fields for online prior to shipping
submitting additional information. » Miscellaneous: samples to the laboratory. |uct Manufacturer: FLEET CHARGE
I Product Name: PRECHARGED 50/50
Comments |Suggest correcting the solder corrosion problem; Suggest flushing this system with water that meets specifications and install new
recommended coolant; Lead from solder corrosion in the radiator is at a SEVERE level, this can cause the system to become plugged up due
to restricted flow of the coolant; Resample in 60 days; Flagged data has been rechecked and confirmed,
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The anal ys/tods Contaminants | Corrosion Inhibitors | Carrier Salts
comments and Sample Information Corrosion Metals (ppm) (ppm) (ppm) (ppm/10)
recommendations
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1 | 31-Mar-2009 | 09-Apr-2009 0 116583| No 0 No 0 0 5 4 010 fal al 0 58 | 3735 | 348 | 474 | 351 412
2 | 08-5ep-2009 | 14-Sep-2009 [119046] 0 [ No | 0 [No | 0 [0 | 6 | 5 [ 0 [o] |Individually flagged 3115 | 298 | 361 | 300 | 349
3 | 10-Mar-2010 | 23-Mar-2010 [100902[121671] No | 0 [ No | 0 [0 [ o | glala re.st.ultsl .addresfs. tI:e MOSt [T 3391 | 320 | 426 | 330 | 376
4 | 23-Aug-2010 | 30-Aug-2010 |122934|124106| No 0 No 0 0 2 11 9’,0—/ e 328 | 164 | 45 156 36
/ 5 | 09-Feb-2011 | 23-Feb-2011 [122434[127131 No | 0 [ No | 0 [0 | 2 0o 2 | [ 3 | o [45] 300 |197] a5 | 168 | 38
- ' Visual Testing
D|3P|3_‘y an Magnetic Non-Magnetic
unlimited Foam Color Qil Fuel Precipitate Precipitation Odor
number of None Clear Yellow None None None None None
gamp!e None Clear Yellow None None None None None
histories.
None Clear Yellow None None None None None
4 None Clear Red None None None None None
5 None Clear Light Orange None None None None None
Basic Testing
Antifreeze Total Specific Carboxylic
Freeze Point Boil Point Percent pH Hardness Nitrite Conductance Acid
# (°C) (°F) (%) (pH) (ppm) (ppm) (MS) SCA Number (Pass / Fail)
1 -28 224 48 8.6 2085-1IC FAIL
2 -33 225 50 8.6 1920 - IC FAIL
3 -36 225 51 8.5 2291-1C N/A
4 -23 223 46 9.0 1342 -1IC N/A
5 -23 223 46 8.7 7 1323 -1IC 2170 1.5 N/A
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Additional Testing
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8 ppm ppm ppm ppm ppm ppm ppm ppm
1 0 16 236 1345 1934 82 239
2 0 12 152 1390 1937 51 220
3 0 18| 692 [T4801 | 2026 | 70 |34 |
4 N/A 10 23 160 502 N/A 74
5 0 12 29 349 463 28 101 1150
Comments are advisory only and are based on the assumption that the sample and data submitted are valid. Missing fluid or component information limits the evaluation. No warranty is expressed or implied.
Historical Suggest using a heat sensing gun to check engine components (block, radiator, coolant hoses/lines, etc.) for excessive temperature.
Comments Glycolate is at a MODERATE LEVEL; Minor amount of Formate present; Minor amount of Oxalate present; Sulfate is at a MINOR LEVEL;
1 | Copper corrosion is at a MINOR LEVEL; Without coolant manufacturer and product name, CARBOXYLATE ACIDS can not be accurately
determined; Resample in 90 days; Please provide missing COOLANT MANUFACTURER and PRODUCT NAME;
/ Data flagged for observation only; Copper corrosion is at a MINOR LEVEL; Glycolate is at a MODERATE LEVEL; Minor amount of Formate

Historical comments, 2 | present; Sulfate is at a MINOR LEVEL; These levels appear to be residual; Carboxylate test failed; Resample in 90 days;

colored by severity,
can be displayed for
easy reference.
Messages may also
be posted before
emailing reports to
others.
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Suggest using a heat sensing gun to check engine components (block, radiator, coolant hoses/lines, etc.) for excessive temperature. Sulfate
is at a SIGNIFICANT level; Glycolate is at a SIGNIFICANT level; Minor amount of Formate present; Minor amount of Oxalate present; Copper
corrosion is at a MODERATE level; Resample in 60 days;

NO ABNORMAL CONDITIONS INDICATED. NO CORRECTIVE ACTION NEEDED. CONTINUE TO USE THIS COOLANT AND RESAMPLE

4 | AT NORMAL INTERVAL; IC testing was subcontracted to an ISO 17025 accredited laboratory. Acetate and oxalate were not available;

Suggest correcting the solder corrosion problem; Suggest flushing this system with water that meets specifications and install new
recommended coolant; Lead from solder corrosion in the radiator is at a SEVERE level, this can cause the system to become plugged up due
to restricted flow of the coolant; Resample in 60 days; Flagged data has been rechecked and confirmed,;

Posted
Messages

Larry, please inspect the radiator as soon as possible. Thanks.
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Up to 10 combinations of test
results can be displayed in graphs.
Choices are designated by user
preference in the Sample Report
Display section of the Settings tab.




